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2 Post Asymmetric Hydraulic Lift
10,000 Ibs

United States

3301 W MacArthur Blvd
Santa Ana, CA 92704 USA
Tel: +1 (949) 333-3800
Fax: +1 (949) 333-3804

Model

27010L
United Arab Emirates

Saif Zone T5-008

Sharjah, UAE

Tel: +971 (06) 552 98 60
Fax: +971 (06) 552 98 61

Egypt

AutoMechanica

15th of May Street
Shoubra Al-Khaimah 13793
Tel: +20 115 808 5046




2 Post Asymmetric Hydraulic Lift

-
Specifications:

e Lifting Capacity
e Lifting Height
e Overall Dimensions

e Front Arm Length
e Rear Arm Length 332 -
e Net Weight

e Shipping Weight

e Shipping Size

10,000 Ibs (4,500 kg)
31 - 70” (90 - 1775 mm)

132% (L) x 137" (W) x 142%2" (H)
(3369 x 3484 x 3621 mm)

23Y2 - 472" (590 - 1208 mm)
722" (850 - 1840 mm)
1800 Ibs (820 kg)
1870 Ibs (848 kg)

14334 x 345 x 27-"
(3650 x 880 x 700 mm)
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Features:
Y Yy e US Made Electric / Hydraulic Power System
v
] %.‘. e Electromagnetic Single-point Lock Release
o
"'EJ. I e Columns Constructed from Single-piece High-strength Steel
n
< ] e Twin Full-stroke Direct-pull Cylinders
e Three Stage Telescopic Arms For Extended Reach
g e Automatic Arm Restraints While Vehicle is Raised
C € e, e CE Certified Shut-off System
ISO ’@1 \_?: e Padded Columns for Door Protection
[ L2 e Truck & Van Adapters Included
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