Service Information

Offboard Diagnostic Information System Service (ODIS Service)

Subject: ODIS Service Installation Date: Mar 14, 2022

1.0 — Introduction

1.1 — General Information

This document describes the download, installation and configuration of ODIS Service diagnostic
software on diagnostic laptop and tablet devices. These instructions apply to initial installations on new
devices, i.e.: ODIS Service not previously installed, and reinstallation on existing devices, i.e.: where the
Windows system was recovered.

1.2 — Preparation Overview
o Steps 1, 2 and 3 have been completed on erWin > Vehicle Diagnostics & Reprogramming tab.
e If using a J2534 PassThru Diagnostic Device, install the software prior to ODIS.

e Temporarily Disable All Anti-Virus Software

2.0 — Installation
2.1 — Download & Install Application Data — “Single Setup”

1. Open Internet Explorer

2. Type the VWAG Group Services web-server URL into the browser’s address bar exactly as
illustrated below, and then click the “Go to” arrow:

= https://mirrorserver2.vwhub.com/dav/ jo v
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Note: If you are unable to reach the web-server URL, try both options below before contacting
Diagnostic Software Support for assistance.

1. Go to Tools > Internet Options > Advanced and scroll to the bottom. Of all the SSL and TLS options, ensure
ONLY TLS 1.0 and SSL 3.0 are checked, then re-try the URL.

2. Go to Tools > Internet Options > Advanced and near the bottom of this Window, click Reset. This action
requires you to re-start Windows, then re-try the URL.

3. Go to Tools > Internet Options > Content >Certificates and ensure the VWGoA ODIS RootCA cetrtificate is
not expired.

If you do NOT receive the Confirm Certificate prompt shown below, then you may be typing the address
incorrectly or you did not install the ODIS Certificate. For ODIS Certificate Installations, refer to the email you
received from VWGOoA Dealer Fax with your certificate. It contains the instructions for installing the certificate.

3. Select OK:
Windows Security X Note:
Confirm Certificate If multiple certificate confirmation

prompts appear, select and confirm
the one indicated as:

Example.example@email.co... Issuer: VWGoA ODIS RootCA
Issuer: VWGoA ODIS RootCA XXXX
Valid From: X/X/201X to X/X/201X
Click here to view certificate prope...

Site mirrorserverZ.vwhub.com needs your credentials:

0K Cancel

4. Navigate through the web-server Indexes in the following order:

Odis > Trade—Retail > software > installation

5. From the Index list, click the latest ODIS Service installation version .exe (listed by date):

Index of /dav/Odis/Trade-Retail/software/installation

Name Last modified

Parent Directory
ARTALUNT.TTF 281%-28-15 14:

ODIS_Service Quick Guide_for_Service Partners_DE_vw5.pdf 2828-083-11 14:

0ODIS_Service Quick Guide_ for_Service Partners_EN_v5.pdf 2820-083-11 14:

OffboardDiagSetup-Service VWMCD 8 2 8-8181 2.exe 2621-10-30 81:

OffboardDiagSetup-Service VWMCD 9 _8_1-8182 6.exe 2022-91-18 @1:

(228 B B T (P () Ry

OffboardDiagSetup-Service VWMCD 9_1 8-8287_S.exe 2022-92-22 @1:
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6. Click Save. The file is saved to your computers Downloads Folder.

Do you want to run or save OffboardDiagSetup-Service VWMCD_4_0_0-B40_5_0_1.exe (614 MB) from mirrorserver2.vwhub.com?

Run Save o Cancel

7. Once the download is complete, click View downloads.

20 sec remaining Pause Cancel View downloads

8. Locate the OffboardDiagSetup exe file in the Downloads folder, right click it and choose Run as
administrator.
File Edit View Tools Help

Organize = [=] Open Share with = E-mail New folder =
Favorites Name
B Desktop >y OffboardDianSatun-Sandca WIAMACTDL A N N_DAN S N 1 ava

4+ Downloads Open

== Recent Places | “ Run as administrator

9. When the download is complete, Close the browser session.

10. No action needed:

L ap oy

#% Installd) assistant T x

Offboard Diagnostic Information System Service is
preparing the Install4j assistant that assists with the
installation.

E
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11. Confirm English (US) is selected, click OK

= Language selection — x Notes:

e English is the default language

selection. [f this is a
S (U=) % Lamborghini or Bentl
installation select English (GB

Please select a language.

Cancel

12. Next

# Setup - Offboard Diagnostic Information System Service 4.0.0  — ] >

Welcome to Offbeard Diagnostic
Information System Service Setup Assistant
The setup assistant will install Offboard Diagnostic Information
System Service on your computer, You will be guided step by
step through the installation.

Click "Continue™ to continue or “Cancel” to exit the assistant.

Cancel

Select Next. . . Next:

¥ Setup - Offboard Diagnostic Information System Service 4.0.0 - O = €25 Setup - Offboard Diagnostic Information System Service 4.0.0 - O *

Select a target folder W Target directory for diagnostic comp it Wu
| Select a directory

Where should Offboard Diagnostic Information System Service be installed?

Please enter the folder where you would like to install Offboard Diagnostic Information

System Service and then dlick "Continue™.
15-DIAG-MODULES || Seardh ..
Target folder
baram Files (x86)\0ffboard_Diagnostic_Information_System_Service|l | Search ...
Required disk space: 721.1MB
Free disk space: 160,981 MB
nstall4) — = install4j —
5 Bad( . - . Cance' . : Bad( - Cance'
= = o=
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13. Click the Target platform dropdown selection arrow, select the diagnostic device model
number or type that applies to the device, and then select Next:

25 Setup - Offboard Diagneostic Information Systemn Service 4.0.0 — | >
Target platform &'.
Target platform selection - {
4 ey
Standard PC/notebook
Standard PC /notebook
WAS 561504
WAS 51508
WAS 56150C .
WASE 150% — additional VASE150 model Select this for VAS 6150D p|atform.
WAS 5160
WAS 61604

WASE160x — additional VASE6160 model

metallyy —

= Back Mext = " cancel

14. Click the Diagnostic interface dropdown arrow, and then select the applicable diagnostic interface
and then select Next:

= Setup - Offboard Diagnostic Information System Service 400 — O x
Diagnostic interface 'tw
Selection of diagnostic interface to be activated j —J|
%

Diagnostic interface |} .
Note:

Windows 10 does not support use of the
VAS 5054A Diagnostic Interface. As a
result, PassThru and VAS 6154 is the only
VAS diagnostic interface selection
possible on Windows 10 devices.

installd -

< Back Mext = Cancel
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15. Select Next

£ Setup - Offboard Diagnostic Information System Service 400 — o

Host name VAS6154
You can enter the host name for a VAS5154 here. Tt will be entered in the Actia
PDU API configuration. Entering a host name is optional.

Example: VWAGWOOHS5100520

installd —

= —

16. Ensure Copy license to the license folder is checked, and then click Search...:

¥ Setup - Offbeard Diagnostic Information System Service 4.0.0

License file selection.
Select the file with the license and dick Continue.

the license

@pr license into the installation folder

install4j —

< Back

Mext =

O >

2

M

Cancel

17. Browse to the license.dat location. This is the license you downloaded on erWin >
Vehicle Diagnostics & Reprogramming >Step 3.

18. Select / highlight the license (.dat) file (DO NOT double-click), and then click Open:

&5 Open
Look in: License' ~

: 4

2 @

Recent Items

Desktop

Documents

W

This PC

File name: license. dat

Network

Filesoftype: | AllFiles

Cancel I |

Note:

DO NOT double-click the license file (to
open it) in its saved locations!
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¥4 Setup - Offboard Diagnostic Information Systern Service 0.0  — O =
License file selection. -’:WE
Select the file with the license and dick Continue. Sy
the license WUsers\WAS6 150D DesktopWAS 51500_1\LicenseYicense. dat | ISearch P
Copy i

install4

< Badk ! Mext = I Cancel |

No action needed. Select Next:

20

5 Setup - Offboard Diagnostic Information System Service 4.0.0 - ] X

Start menu folder selection
‘Where should Setup create the program shortouts?

Select the start menu folder where Setup should create the program shortouts and then
dick "Continue”,

Create a folder in the start menu

offboard Diagnostic Information System Service

Accessibility
Accessories "
Administrative Tools

Intel

Maintenance

Panasonic LV]
System Tools

Create shortcuts for all users

install4
" Cancel
21. Click Finish:
3 Setup - Offbeard Diagnostic Information System Service 400 — O X

Close the Offboard Diagnostic Information
System Service Setup Assistant.

The Setup completed the installation of the Offboard Diagnostic
Information System Service on this computer. The application
can be started using the installed program shortcuts.

Click “Finish™ to end the setup.
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3.0 — Import Security Certificate to Application

1. From the Windows desktop, right-click the Offboard Diagnostic Information System icon, and
select Run as administrator:
™

& open

ODE-H file location
E;' Run as administrator !
Iroubleshoot compatibility

Wait while the application starts:

OFFBORRO g v D DiIRGNOSTIC
senTLEY

INFORMATION = @ sdsTeEm

SERVICE

-

Copyright by Velkswagen AG, All rights reserved, sspacially but not limited to duplication
distribution and making publicly available

s
Loading Workbench
[

2. Select Installing the client certificate:

Offboard Diagnostic Information System PostSetup

| PostSetup - Configuration data input

:U RL ‘ htlps:HmirrorserverZ.vwhub.comfdavf

Select local directory...

User name ‘ |

Keyword ‘ |

Installing the client certificate ]I

To complete your installation, the
lbrand- and language-dependent components must be added.

Cancel

Page 8 of 18



Service Information

3. Click Select:

= Client Certificate

Importing certificates

Group system access with authorization requires a certificate in the ODIS Key Store.
Select the cerdificate in the file system and import it.

Certificate ||

Select...

Password |

Import

Cancel

Browse to the certificate location. This is the certificate you received via e-mail from the
VWGOoA Dealer Fax dealerfax@vw.com

4. Select / highlight the certificate (.pfx) file and then click Open:

£ Open

« v < Desktoly > VASBI50D_1 » Certificate

Organize v MNew folder
[ Desktop #  # Nam

¥ Downloac# |54 188027 cert
j Documer

& Pictures
4.0 single set
6150D W10 S
ODI54001n

Screenshots
#& OneDrive

& ThisPC
[ Desktop

E <
[ Documents

<]

Search Certificate

= -

Date modified Type

/27720717 10:43 AM

File name: | 188027-cert

Fea

Open

Personal Informati...

X
)

o @

v

Cancel

Note:

DO NOT double-click the certificate
file in its saved location!

5. Ensure the certificate file directory path appears in the Certificate import window:

&2 Client Certificate
Importing certificates

Select the certificate in the file system and import it.

Group system access with authorization requires a certificate in the ODIS Key Store.

Certificate | C:\Users\WWAS6150D\DesktopWAS 6150D_1\Certificate\1

Select...

X

Password I

Import

]

Cancel
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6. Paste the 32 digit Hardware ID into the password field and click Import.
Note: The 32 Hardware ID arrived in an email along with your ODIS certificate.

&5 Client Certificate X

Importing certificates
Group system access with authorization requires a cerificate in the ODIS Key Store.
Select the certificate in the file system and import it.

Certificate ‘ C:\Users\WAS6150D\DesktopWAS 6150D_1 \Cerh'ﬂcate\1| Select...

[Pa,SSwDI‘d ‘.II'............III'............| l |
—

7. Click OK:

Import

@ The selected certificate was successfully imported.

3.1 — Diagnostic Database Download & Installation — “Post-Setup”

1. Click the Forward Arrow button:

Offboard Diagnostic Information System PostSetup

PostSetup - Configuration data input

URL ‘htlps:ﬂmirrorserverZ.vwhub.comfdavf

Select local directory...

User name ‘ |

Keyword ‘ |

Installing the client certificate .

To complete your installation, the
brand- and language-dependent components must be added.

Cancel |
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2. Click the Forward Arrow button:

PostSetup - Installed language selection

Language

[ cedtina (cs_CZ)

[ dansk (da_DK)

[0 Deutsch (de_DE)

[ EMnvikog (el_GR)
1 English (GB) (en_GB)
English (US) (en_US)
[ Espariol (es_ES)

[ suomea (fi_FI)

[ frangais (fr_FR)

[ hrvatski (hr_HR)

[ magyar (hu_HU)

[ Italiano (itIT)

i

Cancel

3. Wait_while the connection is established:

& Progress dialog
‘-'o“‘, 20f2
o

Connecting to the update site

m] x

Cancel

4. Click the Forward Arrow button:

Notes:

o English is the default language selection. If
his is a Lamborghini or Bentley installation

select English (GB)

Offboard Diagnostic Information System PostSetup
PostSetup - Update check results

2 updates are available. | 29 0.20

Diagnostic data:

Notes:

e The diagnostic data version information
% illustrated here is an example only!
Versions are updated regularly.

Volkswagen PKW: 2017.03.00

e The version(s) listed in the example
reflect the Brand(s) associated with the
license file. The association is based on
the dealership’s status, either Single or
Dual.

IDowntoad size:

0 MB /2,176 MB download.
Download times:
11GBIt LAN: 0 Minutes 17 Seconds
50MBit DSL: 5 Minutes 56 Seconds

&

Cancel
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5. Wait while the diagnostic data download and installation takes place:

& Progress dialog o X

Li ]
I
Downloading 179 files odis.data.updatePatchesFirst_1.1.4.jar

Cancel

The Progress dialog window may appear to stall or lock at times during this process. This is normal.
Please be patient!

Download times depend on single brand or dual brand data (dual = longer), the dealership network
download speed and network traffic (slower Mbps + busy = longer).

4.0 — Post-Setup Configuration

4.1 — Administration - General
The following subsections describe configurations using the Admin > General operating mode.
1. From the ODIS Service main screen, select Admin:

| ¥ Offboerd Diagnostic Information System Service - 400 [

| Importer: - VIN: - 2“ E g
1 ol

Dealer; Engine: "

RCx: -

Operating modes  #

Q) Diagnosks

Welcom_é;:.tp‘ Diagnosis

B oep
Goal: ull diagnostic lynetionality Once the vehicle has connected and diagnosis has ﬂg Flash
started, vehicke idenlificaion and evaluation of the DTS memory will ke place. Then
the "Guided Fault Figding” and"Guided Functions" will be avaitable for vehicle L8 Measurernent

diagnosis. If vou would like to work without a wamanty order, you also have the option to

use ORD. = il
l Wl Admin

?ﬂ Connection status lo the vehicle nol recognized

- 2t 2 Lo i
Ignition stalis nol recognized =
B Staning diagnosis
q S Data o 5%
Cupyrght by Volkewagen AG, All rights resenced, ecpEuay GO not imibed bo duplheation, distibution and makmg publstly availsble. » Eﬂ a

Appicaton start wos ended.
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The General category tab appears first by default. Available function / configuration subcategories are
listed in the left-hand display menu of each tabbed category.

4.1.1 — Update

The schedule for automatic updates is configured with the Update function.

1. Select Update, and then review the available update schedule settings:

2. Configure the update cycle and time appropriate for your facility: Click Save / Yes:

|
Ccncral| Save locations | Suppert | Connections | M 1< |“ fii hinok action
| |
Brand Design Dretails about Update
Download

Update
Loading in the background 2]

System Logging Temporary download directary  C:\Program Flles (x86).Offboard_Dlagnestic_Information_System_Service\preinstal | Select...

System Environment
Time of update
License Infarmation

Global Configuration Test moment @ Cyclical (after x days for each) - On specific weekdays

GFF Process Cyclical update

Dealer Data

Cydle {in days, 1-7) 1

Weekdays for update

Resetting

4.1.2—- Contact Data

Contact information must be saved for Support Button requests.

1. From the Admin operating mode main screen, select the Support tab: The Contact data subsection is displayed
first by default:

2. Fill'in all contact details, including a valid email address: Click Save / Yes:

[Connections
Contact Data

General | Save location:

Measurement l Certificate | Measuring technology action

Details about Contact Data

N " Contact data for feedback
E-mail outgoing server
Hardware and software
First name John
Last name Smith
E-mail address() myemail@myemail.com

Telephone number(™) !234567890|

Resetting | Discar
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4.2 — Administration - Connections
The following subsections describe configurations using the Admin > Connections operating mode.

4.2.1 — Brand Settings Data
The connection to VWAG Group Services (to transmit GFF logs, etc.) is configured via Brand settings.

1. From the Admin operating mode main screen, select the Connections tab. The Brand settings
subsection is displayed first by default:

Ge-.em\|5uv=. ations Suppoll(_. nnection | Ceri | ing sy setion
Brand Settings rand Sctings

Group System: GFF

Brand to configure

Selection Aui k|
Group System: ElsaPra

Group System: Garport
Group System: DISS

Group System: eShop

Connection lypes

for Audi CPN

for Volkswagen | CPN

Mirror Server 2

Resetting |

2. Change the Connection type in the dropdown menu(s) from CPN to Internet: Click Save / Yes:

General [Save locations | Support [Connections Measurement | Certificate | Measuring technology action }
Brand Settings ] Details about Brand Setiings
Brand to configure

Group system: Logon
Group System: GFF

2 Selection Volkswagen / 7
Group System: ElsaPro

rConnection types R
Group System: Carport
Group System: DISS for Audi |Inleme| / 'I
Group System: eShop for Volkswagen ||nlemel 'I
Mirror Server 2
IMPORTANT!

Failure to change the connection type from CPN
to Internet will result in the inability to download
online updates!

ard| Save
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5.0 — Bentley & Lamborghini URL Changes

THE REMAINING STEPS ARE FOR BENTLEY& LAMBORGHINI INSTALLATIONS ONLY

Click on Admin > Connections > Group system: Logon and ensure your URL’s match what’s below

Brand Setftings Details about Group system: Logon

Group system: Logon

SRl ERF URL to DSS View | https flodisinfomedia wwhub cormfTechnical/DiagnosticSessionviewService

Group System: ElsaPro

eaim Svatearas Marnark

Click on Admin > Connections > Group System: GFF and ensure the URL match what’s below

Group system: GFF

PinService I https://odiscert.vwhub.com/PIN/PINService.asp
Group system: ElsaPro RepairHints Ihttps:/fodiscert.v%ub.com!Service42.’RepairHints.asp
Group system: Carport ProtoService Ihttps:ﬁodiscert.vwhub.com!PROTOfPROTOSeMce.asp

ElectronicsRepairService Iths:!iodisinfomedia.Mub.com!sem’ces
Group system: DISS

SfdServer I https://odisinfomedia.vwhub.com/services

Mrmsim msmdbamas o~ Chae

Click on Admin > Connections > ElsaPro and ensure the URL match what's below

Brand Settings Details about Group Systern: ElsaPro
Group system: Logon

SRS ARG URL for Technical Service Bulleting | https:#lodisinfornedia ywhub corm/RetailTPI/Show

Group System: ElsaPro URL for repair manuals | hittps:fodisinfornedia vwhub comiRetaillBMIShow
Group System: Carport URL for vehicle histary ‘Epﬁ:ﬁ'odisiniomedia.whub.comthe’ra!IHFlepaeristor}{fﬁow
URL for wiring diagrams ‘ hitps.ffodisinfomedia vwhub.comiRetailliy DIShow
Group System: DISS : = :
URL for actions ‘ hittps fodisinfornedia vwhub . comiRetailhehicle RecalllShow
Group System: eShop URL for order data | https Hodisinfomediaywhub.comiservices
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Click on Admin > Connections > Carport and ensure the URL match what’s below

Brand Settings Detalls about Group System: Carpaort

Group system: Logon

ARSI e URL for vehicle data !..hﬁps Hodisinfomediavwhub com/fservices
Group System: ElsaFro
Group System: Carport

Click on Admin > Connections > DISS and ensure the URL match what’s below

Brand Settings Details about Group Systemn: DISS

Group system: Logon

APRNRESIRT DissUrl | https Aodisinfornedia wwhub .com/services

Group System: ElsaPro
Group System: Carport

Group System: DISS
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Click on Admin > Connections > Group system: login and ensure the URL match what is below

Brand Settings

Group system: Logon
Group system: GFF
Group system: EisaPro
Group system: Carport
Group system: DISS

Group system: eShop

.....

Details about Group System: Login

URL for GRP https://grp.volkswagenag.com/.well-known/openid-configuration

URL to DSS Logon |https://odisinfomedia.vwhub.com/services

URL for GRP Retail | https:/grp.global.volkswagenag.com/Retail

URL to Logon https://odiscert.vwhub.com/LOGON/LOGONService.asp

URL for GRPDSS |https://odisinfomedia.vwhub.com/services

Click on Admin > Connections > Mirror Server 2 and ensure the URL match what’s below

Brand Settings

Group system: Log...

Group System: GFF
Group System: Els...
Group System: Ca...
Group System: DISS
Group System: eS...

Mirror Server 2

Details about Mirror Server 2

Access data

Mirror Server URL https://mirrorserver2.vwhub.com/dav/
Mirror Server user

Mirror Server password

Timeout

Timeout [s] 120
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